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SECTION D-D

(4) TRIANGULATED
ABUTMENT

1.25 PVC/BRASS DRAW
 TUBE & FOOT VALVE
ASSEMBLY

24 [600]I.D. 
CONCRETE RISER & LID

SCALE 1 : 25
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SECTION L-L

(2) 4.0 POLYLOK
 POLY IV CE SEAL 

6.0[150] PVC
PIPE & CAP
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TOLERANCING PER:
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TOLERANCES:
FRACTIONAL
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PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
<INSERT COMPANY NAME HERE>.  ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF
<INSERT COMPANY NAME HERE> IS 
PROHIBITED.

A

REID'S PRECAST CEMENT PRODUCTS LTD
LANGTON, ONTARIO, CANADA
519 875-2121

C22890L

NOTE:
MATERIAL: CONCRETE 35MPa @ 28DAYS, NON-SULFATE
CONSTRUCTION: MEETS CSA B66-21
TOTAL WEIGHT: 18701 kg (41230 lbs)
TOTAL VOLUME: 22894 L (5035 Imp. Gal.)
INLET/OUTLET: CAST-IN 102.00 ( 4.00") PIPE SEAL 
JOINT: MASTIC ROPE SEALANT
ASSEMBLY: ON-SITE
DIMENSIONS: INCHES [MM]

22894L (5000 IMP. GALLON)
WATER CISTERN 
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